


















































































































ELEMENT 9: DRINKING FOUNTAINS 

Fac il ity 

Add ress 

Reviewer 

ELEMENT9: DRINKING FOUNTAINS 

Need: Persons in wheelchairs need drinking fountains mounted low enough so that they can reach the 
spout. They also need to be able to pull up under the fountain or along its s ide. Persons who have 
difficulty us ing their hands need controls that can be easily operated 

UFAS New ADAAGNew Actual 
Characteristic & UF AS Characteristic & Construction Construction Measurement Of Necessary 
Reference ADAAG Reference Requirement Requirement Finding Changes 

I . Number I . Number 50% on each 50% on each 
4. 1.2 (9) (p.6) 4.1.3 . ( I O)(p.8) floor. If only one floor. If only one 

is availab le, it is on a floor, it 
must be must be accessible 
access ible for individuals in 

wheelchairs, and 
for those who 
have difficulty 
bending, stooping. 

2. Location 2. Location On an accessible Same 
4.3.2 (2) (p. I5) 4.3.2(2) (p.8) route 

3. Height 3. Height Spout mounted Same 
4. 15.2 (p.36) 4. 15.2 (p. 40) 36" 
Fig 27 (p.37) Fig 27 (p.4 1) above floor 

4. Controls 4. Controls Operable with San1e 
4. 15.4 (p.36) 4.15.4 (p.40) one hand without 
4.27 .4 (p.45) 4.27.4 (p.52) grasping or 

twisting 

5. C learance 5. Clearance Wall mounted Same 
4. 15.5 (p.36) 4 .1 5.5 (p.40) bottom of apron 
Fig. 27 (p.37) Fig. 27 (p.4 1) to floor 27" min. 

Built in: 30" x 
48" min. front of 
foundation 
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ELEMENT 10: RESTROOMS 

Facil ity 

Address 

Reviewer 

ELEMENT 10: RESTROOMS 

Need: Persons with mobi lity impairments need restrooms that they can get and use easily and safely. 
Fixtures need adequate clear floor space for close approach and tuming, and some require sturdily 
mounted grab bars for support or transfer. Controls and hardware must be within reach and easily 
operable. Hot, sharp, abrasive, or protruding objects are hazards to persons with mobility impairments. 

UFAS New ADAAG New Actual 
Characteristic & UF AS Characteristic & Construction Construction Measurement Of Necessary 
Reference ADAAG Reference Requirement Requirement Findi11g_ Chan_g_es 
1. Number 1. Number If toilet facilities Same 

4. 1.2(1 0) (p.6) 4 .1.2 (I O)(p.6) are provided each 
shall be 
accessible 

2. Location 2. Location On an accessible Same 
4.3.2 (2)(p. l5) 4.3.2 (2) (p. l 6) route 

3. Entrance Door 3. Entrance Door Min. 32" clear Same 
4. 13.5 (p.33) 4. 13.5 (p.36) Opening; lever 
Fig 25 & 26 Fig 25 & 26 handle or 
(p.34 & p.35) (p.38& p.39) push/pull type 
4.13.9 (p.36) 4.13.9 (p.36) hardware 

4. Door Closer 4. Door Closer 51bf. max. effort Same 
4.13.1 1(2) (b) 4. 13.1 1(2) (b) 
& (c) (p.36) & (c) (p.37) 

5. Unobstructed 5. Unobstructed Clear space to Same 
Space Space allow fo r 
4. 16.2 (p.37) 4 .16 .2 (p.40) wheelchair tra ffic 
Fig. 28 (p.38) Fig. 28 (p.42) 

6 . Toilet Stalls 6. Toilet Stalls Door min. 32"; Same 
4.17.3 (p.38) 4. 17 .3 (p.42) 36" wide, depth 
Fig. 30 (p.39) Fig. 30 (p.43) can vary 

depending on 
configuration 

7. Grab Bars 7. Grab Bars 33"- 36"; back Same 
4.17.6 (p.40) 4. 17 .6 (p.44) And side ofwc; 
Fig. 29 & 30 Fig. 29 & 30 1.25" 
(p.38 & 39) (p.42 & 43) to 1.5" diameter, 
4.26.2 (p.45) 4.26.2 (p.50) 1.5'' clear of.f 

wall 
8. Water Closet 8. Water Closet Same 

Seat Height Seat Height 
4. 16 .3 (p.37) 4 .16.3 (p.40) 
Fig. 29 (p.38) Fig. 29 (p.42) 
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ELEMENT 11: PUBLIC TELEPHONES 

Facility 

Address 

Reviewer 

ELEMENT II: PUBLIC TELEPHONES 

Need: Persons in wheelchairs need adequate clear floor space to pull up to the telephone and a low 
mounting height so they can reach all operable parts. Persons with hearing impairments need volume 
controls . 

UFAS New ADAAGNew Actual 
Characteristic & UF AS Characteristic & Construction Construction Measurement Of Necessary 
Reference ADAAG Reference Requirement Requirement Finding Changes 
I. Number I . Number At least one per Same 

4 .1.2( 16) (p.6) 4. 1.2 (17)(p.9) floor if 
telephones are 
installed 

2. Location 2. Location On an accessible Same 
4.3 1.2 (p.47) 4.3.2 (p.54) route with clear 

floor space 30 " x 
48 " 

3. Height 3. Height Highest operable Same 
4.31.3 (p.47) 4.31.3 (p.4 7) control 48 " for 
4.2.5 (p. l5) 4.2.5 (p. l5) !Tont approach 

54" for parallel 
approach 

4. Controls 4. Controls Push button Same 
4.31.6 (p.47) 4 .3 1.6 (p.55) 

5. Equipment of 5. Equipment of At least one shall Same 
Hearing Impaired Hearing Impaired generate 
4.3 1.5 (p.47) 4.31.5 (p.47) magnetic fie ld; at 
4.1.2( 16) (p.6) 4. 1.2( 16) (p.6) least one shall 

have a volume 
control 
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ELEMENT 12: WARNING SIGNALS 

Faci lity 

Address 

Reviewer 

ELEMENT 12: WARNING SIGNALS 

Need: Persons with visual impaitm ents need aud ible emergency warning systems and persons with 
hearing impairments need visual or other auxiliary alarms. 

UFAS New ADAAGNew Actual 
Characteristic & UF AS Characteristic & Construction Construction Measurement Of Necessary 
Reference ADAAG Reference Requ irement Requirement Finding Changes 
I. Number I. Number 

4 .1.2(13) (p .6) 4. 1.3 (14)(p.9) If warning Same 
system are 
provided; then 
both visual and 
aud ible should be 
provided 

2. Audible 2. Audible Minimum 15 Same 
4.28.2 (p.45) 4.28.2 (p.52) dcbls above 

above prevailing 
sound level max 
120 dcbls 

3. Visual Min imum 15 Same 
3. V isual 4.28.3 (p.52) dcbls above 

4.28.3 (p.45) prevailing sound 
level max 120 
dcbls 
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ELEMENT 13: MEETING AND CONFERENCE AREAS 

Facility 

Address 

Reviewer 

ELEMENT 13: MEETfNG AND CONFERENCE AREAS 

Need: Persons who use wheelcha irs need a leve l area in which to position themse lves and form which 
they can view the performance area. Both seating area and the performance area must be on an accessible 
route. Person with hearing impairments need an auxiliary listening system. 

UFAS New ADAAGNew Actual 
Characteristic & UF AS Characteristic & Construction Construction Measurement Of Necessary 
Re ference ADAAG Reference Requirement Requirement Finding Changes 

I. Number I. Number 
4. 1.2(1 8) (p.7) 4.1 .3 (19)(p. l 0) All places of Same 

assembly shall be 
accessible. 

2. Number of Wheel- 2. Number of Wheel- At least 3 or At least I or more 
chair accessible chair accessible more depending Depend ing on 
locations locations on over-all overall number of 
4.1.2 . ( 18) (p.7) 4.1.2. ( 19) (p. IO) number of seats seats beginn ing 

beginning with with 4 seats. 
50 seats 

3. Placement of Adjacent to Adjacent to 
3 . Placement of wheelchair accessible route accessible route 

wheelchair accessible locations companion 
accessible locations 4.33.3 (p.56) seating. Seating 
4.33.3 (p.49) capacity 

exceeding 300 

4. Size of Forward access 
locations 4. Size of locations mn. 48" 

4.33.3 (p.49) locations long to 33" wide 
Fig. 46 (p.50) 4 .33.2 (p.56) side access 

Fig. 46 (p.57) locations min. 
60" long x 33" 
wide. 
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OTHER BUILDING ELEMENTS AND SPECIALIZED FACILITIES 

Other building elements and special use faci lities are not specifically covered by the Facility Evaluation Form. 
Access to these elements and faci li ties may be essential if indiv iduals with disabi lities are to participate fully in 
the program or activity conducted by your agency. 

• Bathing facilities and shower rooms 
• Storage facilities 
• Seating, tables, and working areas 
• Dwelling units 
• Food service facilities 
• Health care facilities 
• Libraries 
• Mercantile 

4.23 (p.44) 
4.25 (p.44) 
4.32 (p.48) 
4.34 (p.49) 
5.0 (p.57) 
6.0 (p.57) 
8.0 (p.58) 
7.0 (p.57) 

ADAAG 

4.23 (p.48) 
4.25 (p.49) 
4.32 (p.56) 
N/A 
5.0 (p.50) 
6.0 (p.60) 
8.0 (p.62) 
7.0 (p.6l) 

As indicated by the references, the Uniform Federal Accessibility Standards (UFAS) and Americans with 
Disabilities Act Guidelines (ADAAG) contain information about these building elements and special use 
fac ilities. If these elements and facilities are used in your programs and activities, or in providing goods and 
services, you are required to ensure that they are accessible. 
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